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Strengths

olerance
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Tempered Glass

lugaPlay
Connectors

Bypass Diodes
Protection

alt Mist Test And Ammonia Resistance Tes

Warranty

Manufacturing
12 Years

Power Production

5%: 5years 90%: 12years
85%: 18years 80%: 25years

Insurance

nsured
By CHUBB

Certificates
CcEE® u@us
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Sunrise Solartech Co.,Ltd.

No.20 Tongi River West Road zhonglou Development Zone ,
Changzhou 213023 Jiangsu P R.china.
Tel:+86(519)8390 6502
Fox:+86(519)8390 6508
Emailinfo@srsolartech.cn
Hitp://www.srsolartech.cn



Specifications

Maximum Power Pm(W) 245W
Tolerance (%) 0~+3
Open Circuit Voltage Voc(V) 3712
Short Circuit Current Isc(A) 8.78
Maximum Power Voltage ~ Vm(V) 29.99
Maximum Power Current  Im(A) 8.17
Module Efficiency (%) 1510
Solar Cell Efficiency (%) 17.20
Cell Type (mm)

Number of Cells (Pcs)

Maximum System Voltage (V)

Temp. Coeff.of Voc (%/°)
Temp. Coeff.of Ise (%/°C)
Temp. Coeff.of Pm (%/°C)
Operating Temperature (°c)
Nominal Operating Cel Temperaiure(NOCT} (°c)
Max.Series Fuse (A)
Wind Bearing (Pa)
Pressure Bearing (Pa)

STC|Stondord Test Condifions):1000W/m? AM=1.5 25¢C

Electrical Characteristics

/m
29.54
4.53

Vimpp
Impp 8.17

EhiRISE]

Vmpp  29.89 29.44
Impp  8.03 4.46
Vmpp  29.82 29.37
Impp  7.85 435
Vmpp  29.72 2927
Impp 7.74 429
Vmpp  29.65 29.21 28.46
Impp 759 421 288

240W 235W 230W 225W
0~+3 0~+3 0~+3 0~+3
37.05 36.94 36.83 36.75
8.63 8.44 8.31 8.18
29.89 29.82 29.72 29.65
8.03 7.85 7.74 7.59
14.80 14.50 14.20 13.90
16.90 16.60 16.20 15.80
156x156(Poly-Crystalline Silicon)
60(6x10)
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