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Registration No.: PV 60042484 Page 1 Report No.: 21177322.001
License Holder: Product:

Centrosolar AG PV Module

Stresemannstralle 163 Type:

ézgrgga:: Py Serie S-Class Ultra

S XXXM50 Ultra, S XXXP50 Ultra

Serie S-Class Excellent
S XXXM54 Excellent, S XXXP54 Excellent

Serie S-Class Professional

Manufacturing Plant: S XXXM60 Professional, S XXXP60 Professional
Centrosolar Sonnenstromfabrik GmbH XXXP =160 - 265 in steps of 5, for power rating (Wp)
An der Westtangente 1 XXXM =160 - 275 in steps of 5, for power rating (Wp)
23966 Wismar

Germany

Basis:
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“Salt mist corrosion testing on $« Au V.e
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To document the consistent quality of K
the product factory inspections are -’0000021‘\
performed periodically.

o

Remarks:

- The details of the factory inspection are documented in report no. 21172700.001.
- Valid in conjunction with TUV Rheinland certificate based on IEC EN 61215.

- Test performed with severity 6 of 6.

Conditions:
The product test is voluntarily according to technical regulations. Any change of the design, materials, components or

processing may require the repetition of some of the qualification tests in order to retain type approval. Accordingly the
repetition of the tests that are basis of this certificate may be required.

The certificate is valid until 14 July 2015.

Cologne, 5 December 2011

TUV Rheinland LGA Products GmbH, Tillystrasse 2, D-90431 Niirnberg / Contact: + 49 221 806 2477 email: enertest@de.tuv.com




